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Sabre 1800 1.25" Steel Baseplate
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PARTS LIST

SheetWEIGHT (lbs)DESCRIPTIONMATERIALTYPEPART NUMBERQTYITEM

13.25
Tower Base (ref)

---

11

1
100.76SH-180-100 

1
2

1.02FWStainless Steel AISI 3041/2 - SAE

-

23

1.06
NylokStainless Steel AISI 3041/2-13 UNC

-

14

1
.38Hex BoltStainless Steel AISI 3041/2-13 UNC x 5.5

-

15

1.03Jam NutSteel Grade 5, Plated1/2-13 UNC

-

66

1.03FW - F436Steel GalvF436 1/2

-

187

1.01
Lock WasherSteel ASTM A325 Galv1/2

-

98

1
.07

Heavy Hex Nut
Steel ASTM A325 Galv1/2-13 UNC

-

99

1.16Hex BoltGr. 8 Yellow Zinc1/2-13 UNC x 1.75

-

610

1.20
Hex BoltSteel ASTM A325 Galv1/2-13 UNC x 2.5

-

911
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The information contained in this drawing is

the sole property of EDCO, Inc.  Any reproduction 

or use in part or as a whole without the 

written permission of EDCO, Inc. is prohibited.

All Dimensions Are Shown In Inches Unless Otherwise Noted

When Printed On 11" x 17" Sheet

All Scales As Indicated Are Accurate
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NOTES:

1. Drawing reference per customer specifications.

2. Deburr all sharp edges.

3. All welds per AWS D1.1, or D1.2, as appropriate.

4. Approx. shipping weight: N/A

5. Coating system as follows: SP6 sandblast & HDG

14.00

18.00

30.00

5.00 B.C.

2

106

5
3

4

1

11
9

7
8

PROPRIETARY
The information contained in this drawing is the 
sole property of EDCO INC Any reproduction or 

use in part or as a whole without the written 
permission of EDCO INC is prohibited.

E D C O
M E T A L
F A B R I C A T O R S




