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PARTS LIST
SheetWEIGHT (lbs)DESCRIPTIONMATERIAL

15.31Mast Coupler Weldment
1.01Socket Button Head ScrewStainless Steel AISI 304x 0.5
1.01FWSteel Grade 5, GalvAE
1.01Lock WasherSteel Grade 5, Galv
1.02Hex NutSteel Grade 5, GalvNC
1.17Hex BoltSteel Grade 5, Galvx 4.5
1.00Helicoil InsertStainless Steel AISI 304al Thread
1.01Socket Set ScrewStainless Steel AISI 3041/2" lg
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NOTES:

1. Drawing reference per customer specifications.
2. Deburr all sharp edges.
3. All welds per AWS D1.1, or D1.2, as appropriate.
4. Approx. shipping weight: 5.7 lbmass
5. Coating system as follows: None

Instruments Used:

RM Young Wind Monitor - 25D
Thies First Class Advanced
Thies First Class Advanced Wind
RM Young 81000 3D US - 25D
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Instruments Used:
RM Young Wind Monitor - 25D
Thies First Class Advanced Anemometer - 25D 
Thies First Class Advanced Wind Vane - 25D 
RM Young 81000 3D US - 25D

E D C O
M E T A L
F A B R I C A T O R S

PROPRIETARY
The information contained in this drawing is

the sole property of EDCO INC Any reproduction
or use in part or as a whole without the

written permission of EDCO INC is prohibited.




